


LC Overwing Flow Meter
Calibration Due:

Emergency Stop Switch (s)
Grounding Connections, Static Reels, 

Cables, and Clamps

Service Items Performed? Y/N Notes: M=Monthly/Q= Quarterly/A=Annually 
Underwing Aircraft Nozzle Filter/Screen-

Clean/Inspect
(M)

Aux. Hose-Underwing Aircraft Nozzle 

Filter/Screen-Clean/Inspect
(M)

Aux. Hose-Underwing Aircraft Nozzle 

Filter/Screen-Clean/Inspect
(M)

Overwing Aircraft Fueling Nozzle 

Filter/Screen-Clean/Inspect
(M)

Filter Drum-Facet (CM-33SB-5) (3) Facet 

(SM-436FB-5) (1)-Filter Change 
(A) Recorded DP(______PSI)   DUE:

Filter Drum-Differential Pressure Read
(M) Recorded DP(______PSI)

Filter Drum-Water Defense System Test 
(M)

Inspect Truck Tank Interiors

Contamination & epoxy coating condition
(A)   

Inspect Refueling Truck Vents & Dome 

Covers
(M)

Inspect Refueling Truck Trough Drains

Check for plugging
(M)

Water In Sump Indicator Lamp- Test/Verify 

Operation
(M)

Hose Reels-Lubrication Points- Grease ALL
(M)

Deadman Control-Test
(M)

Emergency Stop Switch-Test
(M)

Inspection Date Label Replacement-ALL
(M)

Ohmic Check
(M) Resistance Reading (____Ohms) Due:   

Signature:

Print:

Date:
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